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P. 142/143 The Mediterranean Tile Range
P. 144/145 The Mediterranean Tile

Common Accessories
P. 146/147 The Mediterranean Tile Colours
P. 148/153 Double Conduit 10 Guiraud
P. 154/159 Double Conduit 12 Guiraud
P. 160/165 Languedoc DCL Guiraud
P. 166/171 Romane TBF
P. 172/177 Romane-Canal TBF
P. 178/181 Romanée Lambert

Technically similar to Northern interlocking tiles, Mediterranean 
tiles can be laid on lower-pitched roof: their curved shape and
interlocking system facilitate the quick draining of rainwater.
As the European leader in Mediterranean interlocking tiles, 
Terreal has a large product offer, including classic Romane tiles,
patented “Double cornet” (such as the Romane-Canal) and
innovative “Double conduit” tiles.
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Please Note: The minimum-pitch and ventilation
recommendations of the following pages are only
applicable in the United Kingdom and in the Republic 
of Ireland. For projects out of the British Islands, please
contact your local Terreal distributor and refer to 
the French Clay-Tile Laying Standards (ref. DTU 40.21). 
Please contact us for further details regarding these
standards: 
rooftiles@terreal.co.uk
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MEDITERRANEAN TILE

The Mediterranean Tile Range
Format (mm) Tiles Longitudinal Cover width Laid

per sq.m. gauge (mm) (mm)

Double
Conduit 10
GUIRAUD

484x312 10 410 250 Straight bond(P. 148)

Double
Conduit 12
GUIRAUD

445x281 12 370 224 Straight bond(P. 154)

Languedoc
DCL
GUIRAUD

510x320 10 405 to 425 250 to 260 Straight bond(P. 160)
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Romanée - Colour: Flamed Red Romane-Canal - Colour: Mixed Tone Atlantic

142
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Format (mm) Tiles Longitudinal Cover width Laid
per sq.m. gauge (mm) (mm)

Romane
TBF
(P. 166)

428x287 13 363 210 Straight bond

Romane-Canal
TBF
(P. 172)

445x280 12 385 215 Straight bond

Romanée
LAMBERT
(P. 178)

479x298 10 410 240 Straight bond

143
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Romane TBF - Colour: Mixed Tone Atlantic

•06CatalogueAngGMS.qxd  21/12/04  15:26  Page 4



MEDITERRANEAN TILE

Dimensions in mm are outside dimensions.
(1) Available upon order.
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Common Accessories to TBF Mediterranean Tiles

Finial holder ventilated
ridge(1) - 2.5 per m. - 3.6 kg.

292 XT

Left monopitch end tile -
2.6 kg.

262 XT Right monopitch end
tile - 2.6 kg.

272XT Ventilated ridge + clip -
2.5 per m. - 3.4 kg.

291XT Ventilated ridge end -
2.65 kg.

391XT Clip for ridge and hip
tile.

503XT

Ridge tree holder.98 XT
Hip tile - 3 per m. - 

2.55 kg.
336XT Ventilated hip - 

3 per m. - 2.5 kg.
326XT Hip end - 3 per m. - 

2.65 kg.
88XT Ventilated hip end - 

2.45 kg.
450XT

3-way junction - 3.2 kg.467 XT
3-way universal finial

holder - 3.75 kg.
485XT

Closure 
PROFIMO - 2 m strip - Width:
140 mm or 90 mm.

774XT773XT
Left vertical verge end -

1.4 kg.
268XT Right vertical verge end -

1.4 kg.
278XT

Lantern Ø 200 
(cap no. 4) - 5.95 kg.

674XT

Clip for double roll.504 XT

Nailing hook no. 30.999 XT
Spring clip (a) for 

batten height < = 32 mm.
506XT

Monopitch ridge - 
2.5 per m. - 3.55 kg.

338XT Oblique ridge end 
(pediment) - 1.6 kg.

40XT Vertical ridge end 
(pediment) - 2.5 kg.

35XT Round ridge end 
(pediment) - 2 kg.

38 XT

Eave bird stop.69XT
Lantern Ø 130 

(or cap no. 3) - 5.5 kg.
642XT

Common Accessories to Lambert Mediterranean Tiles

For the list of common accesories between the Romanée and the other Lambert interlocking tiles, please see P. 72
(common accessories to all Lambert-branded interlocking tiles within this catalogue). 

445222

107

410260

150

200

270170

310

280
100

280

290170

120

182

440 120

182

440

365
255

105

75

215
38

0415
210

75 90

455

200
380

215

75

390

100

265

230

105

Spout tile - 4.7 per m. -
2.75 kg.

724RC

45
0

210

17
0

Spring clip (b) for
batten height > 32 mm.

507XT Monopitch tile - 
2.5 per m. - 2.7 kg.

182XT

120

440

182

144

455
255

105

230

105 265
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m mon Accessories 
Common Accessories to Guiraud Mediterranean Tiles

Ridge finish tile - 
2.5 per m. - 5.3 kg.

29 XG

Languedocienne barrel
tile - 2.5 per m.

1CL Angular ridge hip - 
2.8 per m. - 3 kg.

32XG Hip end for non 
interlocking ridge 500 mm - 4 kg.

451XG

Circular ridge hip end
400 mm - 4.6 kg.

452 XG

Eave bird stop - 0.1 kg.69XG
Angular ridge hip end -

3.8 kg.
44 XG

500

300

80

Interlocking ridge 
500 mm - 2.2 per m. - 4.3 kg.

28 XG
Clip for interlocking 

ridge 500 mm (universal clip) - 
2.2 per m. - 0.05 kg.

50XG
Non-interlocking ridge

500 mm - 2.5 per m. - 3.2 kg.
30XG Clip for non-interlocking

ridge 500 mm - 2.5 per m. - 0.05 kg.
502XG

500

300

80

500

260

90

Circular ridge 400 mm - 
2.5 per m. - 4.8 kg.

312 XG Clip for circular ridge
400 mm - 2.5 per m. - 0.05 kg.

501XG

100480

280

500

210

170 90
500

270

3-way junction Ø 430 -
3.7 kg.

46XG 4-way junction Ø 430 -
3.5 kg.

47XG Cone ridge ornament 
Ø 210 - 2 kg.

48XG Finial ridge ornament 
Ø 240 - 2.4 kg.

49 XG

Ventilated metal flashing
VM 880 (2 metre strip) - 5.9 kg.

77 XG Extension pipe Ø 150 -
h=400 - 6 kg.

67XG
Lantern Ø 150 - 3.8 kg.66XG

110

40
0

260

49
0

250

110

37
0

100

240

Romane-Canal - Colour: Mixed Tone Castel Double Conduit 12 - Colour: Vieux Midi

430 470
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MEDITERRANEAN TILE

146

The Mediterranean Tile Col

LAMBERT

Romanée ● ● ●

TBF

Romane TBF ● ● ● ● ● ● ●

Romane-Canal ● ● ● ● ● ● ●

GUIRAUD

Double Conduit 10 ● ● ● ●

Double Conduit 12 ● ● ● ●

Languedoc DCL ● ● ● ●

Burgu
ndy

Sand
fac

ed

Colours may vary according to the shape of the selected product.
● Commonly produced shade. ● Available upon order. Please contact our Sales Department for this colour.
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Colours of Lambert
Mediterranean Tiles

Burgundy Sandfaced Champagne Sandfaced

Flamed Red Natural Red

Colours of Guiraud
Mediterranean Tiles

Cathedral Fired Earth Flamed Languedoc

Medieval Natural Red Oldish

Oldish Tobacco Panache Pays d’Oc

Pink Vieux Midi
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147

l ours

●

● ● ● ● ● ● ●

● ● ● ● ● ● ● ● ● ●

● ● ● ●

● ● ● ● ● ●

● ● ● ● ●
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White

Val de
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Colours of TBF Mediterranean Tiles

Charente Pink Dark Buff Multi Dark Red Multi

Mixed Tone Ederena
Red

Mixed Tone Ederena
Rustique

Mixed Tone Gascogne

Oldish Atlantic Panache Atlantic Rustic Brown

Mixed Tone Atlantic

Mixed Tone
Languedoc

Straw White

Mixed Tone Castel

Mixed Tone Viscaya

Mixed Tone Ederena
Light

Natural Red

Val de Vienne
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With a large curved profile and a curved

pan part, Guiraud's Double Conduit 10 tile

brings a remarkable aspect. Its grooves

remind of vineyards or lavender fields. The

exclusive eave accessory, called “Barrel

System under DC10”, reinforces the

resemblance with genuine barrel tile roofs.

Double Conduit 10 benefits from the many

advantages of large format interlocking

tiles: easy laying, waterproofing, perfor-

mance lighter weight and lower cost.

With a large colour choice, it will fit with

any Mediterranean-inspired architecture.

Double Conduit 10 GUIRAUD

MEDITERRANEAN TILE
M
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Mediterranean
Aesthetics.
Double Conduit 10 is popular 
in along the French Riviera thanks
to its powerful curve and its aged
or mixed colours, that remind 
of beautiful barrel tiles typical 
of Southern France.

The Appeal of 
a Double Curve Tile.
Double Conduit 10 is now a reference
thanks to two major innovations: 
a curved pan, and an exclusive eave
accessory called Barrel System Under
DC10. These two innovations contribute
to replicate both to perfectly replicate 
the look of genuine barrel tiles, 
from ridge to eave.

148
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Colour: Vieux Midi

The Very First of
Double Conduit Tiles.
Building on the commercial
success of Double Conduit 10,
Terreal has introduced two new
Mediterranean interlocking tiles
with the innovative double curve
design: Double Conduit 12
(12/sq.m.), and Languedoc DCL
(10/sq.m.).
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The tiles will be interlocking double-conduit clay tiles,
with the following characteristics: 
• Visible pan parts shall be curved across the whole

width.
• Flat pan parts are not permitted. 
• Maximum number of tiles per sq.m.: 10.

ARCHITECT’S SPECIFICATION

COLOURS(2)
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Oldish

Vieux Midi

Pink

Fired Earth

Natural Red

Flamed Languedoc

Cathedral

Medieval

149

Useful dimensions 410x250 mm

Tiles per sq.m. 10

Minimum pitch(1) 12.5° /23%

Colour: Natural Red

Colour: Cathedral

(1) See P. 194 for a complete table of minimum roof pitches.
(2) See P. 146 for all available colours and P. 224 for colour description in French.
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Round ridge end for inter-
locking ridge 500 mm and ridge
finish tile (pediment) - 2.5 kg.

38XG

Ridge end for inter-
locking ridge 500 mm and ridge
finish tile (pediment) - 2.8 kg.

35XG

Left round verge - 
2.4 per m. - 3.2 kg.

9XG

Right round verge - 
2.4 per m. - 3.2 kg.

10 XG

Left cloaked verge tile - 
2.4 per m. - 5.8 kg.

6DC

Right cloaked verge tile - 
2.4 per m. - 9.8 kg.

7DC

Right verge no overlap - 
2.4 per m. - 8.7 kg.

15DC

3/4 gauge left cloaked
verge - 3.2 per m. - 4.4 kg.

21DC

3/4 gauge right cloaked
verge - 3.2 per m. - 7.58 kg.

22DC

The Barrel System Under 
DC10 Accessory.
This eave-fitting conveys 
a rustic aspect to the whole roof, 
by ending it as if it were laid 
with traditional barrel tiles 
(that is to say with overhanging
barrel tiles at the roof’s 
eave course).

TERREAL’s plus

U
nd

er
 R

id
ge

s

Under ridge tile with
variable gauge - 4 per m. - 5 kg.

54DC

Interlocking ridge 
500 mm - 2.2 per m. - 4.3 kg.

28 XG

Non-interlocking ridge
500 mm - 2.5 per m. - 3.2 kg.

30 XG

Ridge finish tile - 
2.5 per m. - 5.3 kg.

29 XG

Circular ridge 400 mm(1) - 
2.5 per m. - 4.8 kg.

312 XG

Angular ridge hip - 
2.8 per m. - 3 kg.

32 XG

Hip end for non 
interlocking ridge 500 mm - 4 kg.

451 XG

Interlocking collar ridge
end (pediment) - 2.5 kg.

36XG

Universal tubular ridge
end (pediment) - 3.2 kg.

351XG

Cloaked ridge end 
for interlocking ridge 500 mm 
(pediment) - 2.1 kg.

37XG

3-way junction Ø 430 -
3.7 kg.

46XG

4-way junction Ø 430 -
3.5 kg.

47XG

Cone ridge ornament 
Ø 210 - 2 kg.

48XG

Finial ridge ornament 
Ø 240 - 2.4 kg.

49XG

Terracotta top closure for
DC10 - 0.5 kg.

621DC

500

300

80

500

260

90

500

300

80

100480

280

110

40
0

260

90
500

270

330

60

310

330

380

110

350

20

150

150

480

480
150

150

Angular ridge hip end -
3.8 kg.

44XG

Languedocienne barrel
hip end - 3.5 kg.

45XG

49
0

250

110

80

59
0

200

Circular ridge hip end
400 mm - 4.6 kg.

452XG

37
0

100

240

Barrel ridge starter for non
interlocking ridge 500 mm - 5.4 kg.

41 XG

Barrel ridge end for non
interlocking ridge 500 mm - 5.8 kg.

42 XG

490

280

200

200

280

490

Interlocking ridge with
collar - 2.5 per m. - 4.1 kg.

31 XG

120
430

300

48
0

330

110

300

60

270

260

200

90

60

150

48
0

340

480

48
0

150

120

450

48
0

150

38
0

340

480

150

380

80

340

270

430

470
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3/4 gauge right verge
no overlap - 3.2 per m. - 7 kg.

23 DC

Left verge under ridge
with variable gauge - 5.5 kg.

56 DC

Right verge under ridge
with variable gauge - 3.1 kg.

57 DC

Left cloaked verge under
ridge with variable gauge - 5.2 kg.

59 DC

Right cloaked verge under
ridge with variable gauge - 5.2 kg.

60 DC

1/2 tile - 2.4 per m. -
2.8 kg.

5DC

3/4 gauge 1/2 tile - 
3.2 per m. - 2.1 kg.

24 DC
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Barrel system under
DC10 - 4.9 kg.

731DC

3/4 gauge eave tile - 
4 per m. - 3.2 kg.

73DC

3/4 gauge tile - 4 per m. -
3.2 kg.

2DC

Ventilation tile (section
25 cm2) - 5.4 kg.

61DC

Lantern base Ø 100 -
5.4 kg.

62DC

Bird stop for ventilation
tile - 0.01 kg.

68XG

Roof light - 8 kg.70DC

Translucent tile - 4.7 kg.71DC

Ventilated metal flashing
VM 880 (2 metre strip) - 5.9 kg.

77 XG

Eave bird stop - 0.1 kg.69 XG

Extension pipe Ø 100 -
h=400 - 3.7 kg.

64XG

Extension pipe Ø 150 -
h=400 - 6 kg.

67XG

Lantern base Ø 150 - 
6 kg.

65DC

Lantern Ø 100 - 1.6 kg.63XG

Lantern Ø 150 - 3.8 kg.66XG

Clip for non-interlocking
ridge 500 mm - 2.5 per m. - 0.05 kg.

502XG

Clip for interlocking 
ridge 500 mm (universal clip) - 
2.2 per m. - 0.05 kg.

50 XG

Clip for circular ridge
400 mm - 2.5 per m. - 0.05 kg.

501XG

500

400

Ridge, ridge end and verge solutions
Ridges Ridge ends Verges

Cloaked ridge end for inter-
locking ridge 500 mm (pediment).

Round ridge end for inter-
locking ridge 500 mm (pediment).

Barrel ridge starter for non
interlocking ridge 500 mm.

Barrel ridge end for non inter-
locking ridge 500 mm.

Interlocking collar ridge end
(pediment).

36XG

42XG

41XG

38XG

37XG + / +

+ 

+ / +

+ / + 22DC21DC7DC6DC

22DC21DC7DC6DC

10XG9XG

22DC21DC7DC6DC

Interlocking ridge 500 mm.

Ridge finish tile.29 XG

28 XG

Non-interlocking ridge 500 mm.30 XG

Interlocking ridge with collar(2).31 XG

Dimensions in mm are outside dimensions.
(1) Only for hip use with Double Conduit 10.
(2) The collar of the ref. 31 XG ridge should be cut on its left-end to fit 

with the interlocking collar ridge end (pediment), ref. 36 XG.

/ ( + )5DC1DC15DC

/ ( + )5DC1DC15DC

/ ( + )5DC1DC15DC
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120

450

38
0

48
0

280

110

210

90

480

290

480

150

220

48
0

150

200

70

480

190

70

380

460
190

460

190

80

50

310

90

380

310

100

380
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Double Conduit 10 GUIRAUD

1DC

49
0

mm

310 mm

Type Double interlocking
Double lap

Gauge (mm) 410

Cover width (mm) 250

Tiles per sq.m. 10

Unit weight (kg) 4.3

Weight per sq.m.(kg) 43

Battens (ml/sq.m.) 2.4

Laid Straight bond

Tiles per pallet(1) 90

Longitudinal Spacing

Dimensions in mm are outside dimensions.
(1) The number of tiles per pallet is indicative only.

All clay tile dimensions admit normative variations of ± 2%.

70 to 100 mm = projection of the tile 
above gutter

Cant strip height = (A)

Top batten

310 to 410 mm = distance from the top batten 
to the following row’s batten 

Ridge tile

Ridge stringerVariable gauge
under ridge tile

350 to 380 mm
Eave length (B) = distance between the first batten and the cant strip

410 mm = tile gauge

Colour: Cathedral

In order for eave tiles to be laid
in the same plane as field tiles,
they must receive the proper cant,
provided by a timber strip. The
strip height (A) is determined by
the graph on the right, as a
function of the "eave length"
defined above.  

Cant strip height (A) (mm)

34
0

36
0

38
0

40
0

42
0

44
0

46
0

12
13
14
15
16
17
18
19
20

Eave length (B) (mm)

• Cant strip height

Ventilation: see recommandations P.193.
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• Barrel system under DC10

410
270

150

2

1

3

4

153

Dimensions are indicated in mm.
See P. 223 for the conversion table (metric system to imperial system).
(1) See P. 209 for further details.
(2) See P. 201 for further details.

Verges(1)

Eaves(2)

320 to 360 250 350 to 390
280

• Round verge tiles

• Verge tiles no overlap

• Cloaked verge tiles

• 3/4 gauge eave tile

250 350

250 250
320

130110

9XG

1DC
5DC

6DC
1DC 7DC

1DC 15DC

10XG

40

Colour: Pink

Colour: Oldish
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3/4 gauge eave tile73DC

9 XG

73DC 24DC
10 XG

100

250 to 280

Overhanging part
of the 3/4 eave tile 

1DC
73DC
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The Double Conduit 12 Guiraud tile is

inspired from traditional barrel tiles, 

imitating their format, shape and colours.

The similarity with barrel tile roofs is

reinforced by the curved lower-part of

Double Conduit 12, which perfectly dupli-

cates the barrel pan-tile. Meanwhile, 

the Double Conduit 12 tile has all the

qualities of a Terreal interlocking tile:

watertightness, weight-saving and quicker

installation. 

Its range of colours makes it ideal for 

restoration as well as for new buildings,

built with a South European spirit.

Double Conduit 12 GUIRAUD

MEDITERRANEAN TILE
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Easy Fixing.
The Double Conduit 12 tile is very
safe and easy to lay, thanks to its
double interlocking system and
lateral play.

Robust Profile.
The Double Conduit 12
is a robust tile: it has been conceived
with a particularly thick profile 
and reinforcing ribs on its underside.

154

Co
lou

r:
Nat
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al
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Colour: Fired Earth

Mediterranean 
Aesthetics.
The wide range of colours and 
the rustic appeal of its blended
tones remind of the classic barrel
tiles which are found on 
the Southern Coasts of France. 
This effect is strenghtened 
by the "double curve" shape 
of Double Conduit 12.
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The tiles will be interlocking double-conduit
clay tiles, with the following characteristics: 
• Visible pan parts shall be curved across 

the whole width.
• Flat pan parts are not permitted. 
• A longitudinal rib shall act as a dividing

line between the cover part of the tile 
and the pan part.

• Maximum number of tiles per sq.m.: 12.

ARCHITECT’S SPECIFICATION

COLOURS(2)

Do
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Vieux Midi

Natural Red

Pays d’Oc

Flamed Languedoc

Oldish

Fired Earth

Cathedral

Medieval

Pink

155

Useful dimensions 370x224 mm

Tiles per sq.m. 12

Minimum pitch(1) 12.5° /23%

Colour: Fired Earth

(1) See P. 194 for a complete table of minimum roof pitches.
(2) See P. 146 for all available colours and P. 224 for colour description in French.
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Round ridge end for inter-
locking ridge 500 mm and ridge
finish tile (pediment) - 2.5 kg.

38XG

Round tubular ridge end
(pediment) - 3.5 kg.

381XG

Ridge end for inter-
locking ridge 500 mm and ridge
finish tile (pediment) - 2.8 kg.

35XG

Oblique ridge end for inter-
locking ridge 500 mm and ridge
finish tile (pediment) - 1.8 kg.

40XG

Oblique tubular ridege
end (pediment) - 3 kg.

401XG

Left round verge - 
2.7 per m. - 3.2 kg.

9XG

Left angular verge - 
2.7 per m. - 3.8 kg.

11 XG

Right angular verge - 
2.7 per m. - 3.8 kg.

12 XG

Right verge no overlap - 
2.7 per m. - 5 kg.

15 DG

The barrel system under 
DC12 accessory enhances the
barrel look of a Double Conduit 12
based roof down to the eaves. 
Two pieces, shaped as cover and 
pan tiles, extend the double curve 
of the Double Conduit 12 tile and 
give the impression of a genuine
barrel eave course.

TERREAL’s plus

731DG

U
nd

er
 R

id
ge

s
Under ridge tile with

variable gauge - 3.4 kg.
54DG

Interlocking ridge 
500 mm - 2.2 per m. - 4.3 kg.

28 XG

Non-interlocking ridge
500 mm - 2.5 per m. - 3.2 kg.

30 XG

Ridge finish tile - 
2.5 per m. - 5.3 kg.

29 XG

Circular ridge 400 mm - 
2.5 per m. - 4.8 kg.

312 XG

Angular ridge hip - 
2.8 per m. - 3 kg.

32 XG

Hip end for non 
interlocking ridge 500 mm - 4 kg.

451 XG

Circular ridge hip end
400 mm - 4.6 kg.

452 XG

Angular ridge hip end -
3.8 kg.

44 XG

Languedocienne barrel
hip end - 3.5 kg.

45 XG

Interlocking collar ridge
end (pediment) - 2.5 kg.

36XG

Universal tubular ridge
end (pediment) - 3.2 kg.

351XG

3-way junction Ø 430 -
3.7 kg.

46XG

4-way junction Ø 430 -
3.5 kg.

47XG

Cone ridge ornament 
Ø 210 - 2 kg.

48XG

Finial ridge ornament 
Ø 240 - 2.4 kg.

49XG

500

300

80

500

260

90

500

300

80

100480

280

110

40
0

260

90
500

270

37
0

100

240

49
0

250

110

80

59
0

200

330

60

310

330

380

110

Extension pipe Ø 150 -
h=400 - 6 kg.

67XG

170

380

350

350

20

200

300100

250

360
120

440

280

100

150

150

480

150

200
49

0

49
0

120

200

90

450

35
0

300

80

340

270

430

470

Right round verge - 
2.4 per m. - 3.2 kg.

10 XG

480
150

150
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3/4 gauge right verge
no overlap - 3.6 per m. - 3.8 kg.

251 DG

Left oblique verge - 
2.7 per m. - 2.5 kg.

18 DG

Right oblique verge - 
2.7 per m. - 2.5 kg.

19 DG

Right verge under ridge
with variable gauge - 3.4 kg.

57 DG

Left verge under ridge
with variable gauge - 3.4 kg.

56 DG

Dimensions in mm are outside dimensions.
(1) Available second half 2004.
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Barrel system under 
DC 12 - 4.2 kg.

731DG

3/4 gauge barrel system
under DC 12(1) - 3.9 kg.

732DG

Closed cornet eave tile -
4.5 per m. - 4.6 kg.

721DG

Closed cornet 1/2 tile -
4.5 per m. - 2.2 kg.

722DG

Cornet eave closure -
4.5 per m. - 1.2 kg.

723DG

3/4 gauge tile - 
4.5 per m. - 3.8 kg.

2DG

Ventilation tile (section
25 cm2) - 3.8 kg.

61DG

Lantern base Ø 150 -
5.6 kg.

65DG

Bird stop for ventilation
tile - 0.01 kg.

68 DG

Roof light  - 8 kg.70 DG

Translucent tile - 3.8 kg.71 DG

Ventilated metal flashing
VM 880 (2 metre strip) - 5.9 kg.

77 XG

Eave bird stop - 0.1 kg.69 XG

Lantern Ø 150 - 3.8 kg.66XG

Clip for non-interlocking
ridge 500 mm - 2.5 per m. - 0.05 kg.

502XG

Clip for interlocking 
ridge 500 mm (universal clip) - 
2.2 per m. - 0.05 kg.

50 XG

Clip for circular ridge
400 mm - 2.5 per m. - 0.05 kg.

501XG

90

410

35
0

470

80

200

80

200
470

440

210

100

440

280

100

280

70

35
0

430
180

400

18070

70

300

175

430

18070

70

100

55
0

290

60

170

44
0

130 10
0

30

500

400

Ridge, ridge end and verge solutions
Ridges Ridge ends Verges

Ridge end for interlocking ridge
500 mm and ridge finish tile (pediment).

Round ridge end for inter-
locking ridge 500 mm and ridge finish
tile (pediment).

Oblique ridge end for inter-
locking ridge 500 mm and ridge finish
tile (pediment).

Universal tubular ridge end
(pediment).

Round tubular ridge end 
(pediment).

Oblique tubular ridege end
(pediment).

401XG

381XG

351XG

40XG

38XG

35XG / + 

+ 

+ 

/ + 

+ 

+ 19DG18DG

10XG9XG

12XG11XG15DG

19DG18DG

10XG9XG

12XG11XG15DG

Interlocking ridge 500 mm.

Ridge finish tile.29 XG

28 XG

Circular ridge 400 mm.312 XG
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Type Double interlocking
Double lap

Gauge (mm) 370

Cover width (mm) 224

Tiles per sq.m. 12

Unit weight (kg) 3.9

Weight per sq.m.(kg) 47

Battens (ml/sq.m.) 2.7

Laid Straight bond

Tiles per pallet(1) 180
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Dimensions in mm are outside dimensions.
(1) The number of tiles per pallet is indicative only.

All clay tile dimensions admit normative variations of ± 2%.

Double Conduit 12 GUIRAUD

Longitudinal Spacing

Full gauge tile 
(or 3/4 gauge tile)

Cant strip height = (A)

Top batten

270 to 370 mm = distance from the top batten to
the following row’s batten 

Nailing and clipsing

Ridge stringerVariable gauge
under ridge tile

320 to 350 mm
Eave length (B) = distance between the first batten and the cant strip

370 mm = full gauge tile
280 mm = 3/4 gauge tile

Colour: Oldish

1DG

44
5 mm

281 mm

370 mm = tile gauge

20 mm

h +60 mm

In order for eave tiles to be laid
in the same plane as field tiles,
they must receive the proper cant,
provided by a timber strip. The
strip height (A) is determined by
the graph on the right, as a
function of the "eave length"
defined above.  

Cant strip height (A) (mm)

26
0

28
0

30
0

32
0

34
0

36
0

38
0

10
11
12
13
14
15
16
17
18

Eave length (B) (mm)

• Cant strip height

Ventilation: see recommandations P.193.
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Dimensions are indicated in mm.
See P. 223 for the conversion table (metric system to imperial system).
(1) See P. 209 for further details.
(2) See P. 201 for further details.

Verges(1)

Eaves(2)

270 to 300 225 360 70 270 to 300

• Round verge tiles

• Angular verge tiles

• Oblique verge tiles

• Barrel system under DC12 • Eave tiles

225 330

• Cloaked verge tiles

80

270 to 300 225 330

• Verge tiles no overlap

200 to 220 225 270

180

220 to 250 225 225 100 to 120

80

130110

Please note: the and 
reference accessories are currently
not available, as under development.

601 DG6 DG

130

9XG
1DG 15 DG

18 DG
1DG 15 DG

19 DG

11XG
1DG 15DG 12XG

1DG
15DG

6DG
1DG 601DG

10XG

100

290 to 350

370

370
270

130

2

Please note: 3/4 gauge barrel system under DC12 is currently under development. 

Overhanging part 
of the closed 

cornet eave tile

1

3

4

1DG
721DG
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The barrel-style appearance of the 

Languedoc DCL Guiraud is due to its

unique shape, which reflects the history

of the roofs in the South end of France.

Its visual appeal, which reproduces the

visual break bewteen two rounded 

barrel tiles, is further enhanced by the

“Barrel system under DCL” accessory. This

one is a Terreal exclusive, now available

in two versions: full gauge or 3/4-gauge.

With its southern format, double inter-

locking and double overlap, the Languedoc

DCL is one of the latest tiles developed by

the Terreal research department. It benefits

from all the most recent innovations

regarding resistance and ease of fixing.

Languedoc DCL GUIRAUD

MEDITERRANEAN TILE
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Easy Fixing.
10 tiles per sq.m.

The 20 mm longitunal play 
offers versatility to the changes 
of pitch and length. 

The 10 mm lateral play optimises
the laying for all kinds of roof-
widths. 

Other technical features improve
alignment during fixing.

Original Aesthetics.
The special “shadow-effect” 
design of Languedoc DCL reproduces 
the traditional visual break 
between two rounded barrel tiles.

The conical surface of 
the lower-part, rounded along 
the entire length of the tile, 
adds to the Mediterranean 
barrel-tile imitation. 

Clean edge cutting.

160

Co
lou

r:
Ol

dis
h

Colour: Oldish

Robustness.
Reinforced tile. 
Thick profile and reinforcing
ribs on the underside.
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The tiles will be interlocking double-conduit
clay tiles, with the following characteristics: 
• Visible pan parts shall be curved across 

the whole width.
• Flat pan parts are not permitted. 
• A longitudinal rib shall act as a dividing

line between the cover part of the tile 
and the pan part.

• Maximum number of tiles per sq.m.: 10.

ARCHITECT’S SPECIFICATION

COLOURS(2)

Oldish

Panache

Vieux Midi

Pink

Medieval

Natural Red

Flamed Languedoc

Cathedral

Fired Earth

Useful dimensions 415x260 mm

Tiles per sq.m. 10

Minimum pitch(1) 12.5° /23%

(1) See P. 194 for a complete table of minimum roof pitches.
(2) See P. 224 for colour description in French.

Colour: Oldish

Colour: Oldish
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Round ridge end for inter-
locking ridge 500 mm and ridge
finish tile (pediment) - 2.5 kg.

38XG

Ridge end for inter-
locking ridge 500 mm and ridge
finish tile (pediment) - 2.8 kg.

35XG

Left round verge - 
2.4 per m. - 3.2 kg.

9XG

Left angular verge - 
2.4 per m. - 3.8 kg.

11 XG

Right angular verge - 
2.4 per m. - 3.8 kg.

12 XG

Right verge no overlap - 
2.4 per m. - 7 kg.

15 DL

The barrel system under DCL
accessory enhances the genuine
barrel look of a Languedoc DCL 
based roof, down to the eaves, 
by reproducing the aspect of a first
course of pan barrel tiles. Two
systems are available: “full gauge”, 
to vertically align covers and pans,
and “3/4 gauge” with covers shorter
than the pan tiles (laid staggered).

TERREAL’s plus

U
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s

Under ridge tile - 
4 per m. - 5 kg.

53DL

1/2 gauge under ridge
tile - 4 per m. - 3 kg.

55DL

Interlocking ridge 
500 mm - 2.2 per m. - 4.3 kg.

28 XG

Non-interlocking ridge
500 mm - 2.5 per m. - 3.2 kg.

30 XG

Ridge finish tile - 
2.5 per m. - 5.3 kg.

29 XG

Circular ridge 400 mm(1) - 
2.5 per m. - 4.8 kg.

312 XG

Angular ridge hip - 
2.8 per m. - 3 kg.

32 XG

Hip end for non 
interlocking ridge 500 mm - 4 kg.

451 XG

Interlocking collar ridge
end (pediment) - 2.5 kg.

36XG

Universal tubular ridge
end (pediment) - 3.2 kg.

351XG

3-way junction Ø 430 -
3.7 kg.

46XG

4-way junction Ø 430 -
3.5 kg.

47XG

Cone ridge ornament 
Ø 210 - 2 kg.

48XG

Finial ridge ornament 
Ø 240 - 2.4 kg.

49XG

500

300

80

500

260

90

500

300

80

100480

280

110

40
0

260

90
500

270

330

60

310

330

380

110

350

20

150

150

480

150

200
49

0

49
0

120

200

Angular ridge hip end -
3.8 kg.

44XG

Languedocienne barrel
hip end - 3.5 kg.

45XG

49
0

250

110

80

59
0

200

Circular ridge hip end
400 mm - 4.6 kg.

452XG

37
0

100

240

Barrel ridge starter for non
interlocking ridge 500 mm - 5.4 kg.

41 XG

Barrel ridge end for non
interlocking ridge 500 mm - 5.8 kg.

42 XG

490

280

200

200

280

490

Interlocking ridge with
collar - 2.5 per m. - 4.1 kg.

31 XG

120
430

300

51
0

320

100

30
0

320

100

520
470

90

732DL

300

80

340

270

Cloaked ridge end 
for interlocking ridge 500 mm 
(pediment) - 2.1 kg.

37XG
60

270

260

430

470

Right round verge - 
2.4 per m. - 3.2 kg.

10 XG

480
150

150
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3/4 gauge right verge
no overlap - 6 kg.

23DL

Right verge under ridge -
2.9 kg.

58DL

Right verge 1/2 gauge
under ridge - 1.8 kg.

551 DL

1/2 tile - 2.4 per m. -
2.8 kg.

5DL

3/4 gauge 1/2 tile - 
2.4 kg.

24DL
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Barrel system under DCL
- 4.9 kg.

731DL

3/4 gauge barrel system
under DCL - 4.6 kg.

732DL

3/4 gauge tile(1) - 
4.1 kg.

2DL

Ventilation tile (section
25 cm2) - 4.7 kg.

61DL

Lantern base Ø 150 -
5.1 kg.

65DL

Bird stop for ventilation
tile - 0.01 kg.

68XG

Roof light - 8 kg.70DC

Translucent tile - 6.2 kg.71 DL

Ventilated metal flashing
VM 880 (2 metre strip) - 5.9 kg.

77 XG

Eave bird stop - 0.1 kg.69 XG

Extension pipe Ø 150 -
h=400 - 6 kg.

67XG

Lantern Ø 150 - 3.8 kg.66XG

Clip for non-interlocking
ridge 500 mm - 2.5 per m. - 0.05 kg.

502XG

Clip for interlocking 
ridge 500 mm (universal clip) - 
2.2 per m. - 0.05 kg.

50 XG

Clip for circular ridge
400 mm - 2.5 per m. - 0.05 kg.

501XG

100

500

400

Ridge, ridge end and verge solutions
Ridges Ridge ends Verges

Ridge end for interlocking ridge
500 mm and ridge finish tile (pediment).

Cloaked ridge end for inter-
locking ridge 500 mm (pediment).

Round ridge end for inter-
locking ridge 500 mm (pediment).

Barrel ridge starter for non
interlocking ridge 500 mm.

Barrel ridge end for non inter-
locking ridge 500 mm.

Interlocking collar ridge end
(pediment).

36XG

42XG

41XG

38XG

37XG

35XG + / 

+ / 

+

+ / +

+ / 15DL12XG11XG

12 XG11XG10XG9XG

10XG9XG

15DL12XG11XG

15DL12XG11XG

Interlocking ridge 500 mm.

Ridge finish tile.29 XG

28 XG

Non-interlocking ridge 500 mm.30 XG

Interlocking ridge with collar(2).31 XG

Dimensions in mm are outside dimensions.
(1) Used with top closure on under ridge.
(2) The collar of the ref. 31 XG ridge should be cut on its left-end 

to fit with the interlocking collar ridge end (pediment), ref. 36 XG.

400 470

90

200

51
0

100

200

30
0

200

510 90

200

400
90

480

210

80
200

80

470

370

200

70200

80

470

90 400

320

( + )5DL1DL

( + )5DL1DL

( + )5DL1DL

/ ( + )5DL1DL15DL
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Type Double interlocking
Double lap

Gauge (mm) From 425 to 405

Cover width (mm) From 260 to 250

Tiles per sq.m. 10

Unit weight (kg) 4.9

Weight per sq.m.(kg) 49

Battens (ml/sq.m.) 2.5

Laid Straight bond

Tiles per pallet(1) 90

Dimensions in mm are outside dimensions.
(1) The number of tiles per pallet is indicative only.

All clay tile dimensions admit normative variations of ± 2%.

Languedoc DCL GUIRAUD

Longitudinal Spacing

70 to 100 mm = projection of the tile 
above gutter

Cant strip height = (A)

Top batten with additional 
nailing strip

400 to 420 mm = under ridge tile 
210 to 230 mm = 1/2 gauge under ridge tile 
Distance from the top batten to the following row’s batten

Ridge stringer
Under ridge tile

380 to 410 mm
Eave length (B) = distance between the first batten and the cant strip

405 to 425 mm = 
tile gauge

Colour: Oldish

In order for eave tiles to be laid
in the same plane as field tiles,
they must receive the proper cant,
provided by a timber strip. The
strip height (A) is determined by
the graph on the right, as a
function of the "eave length"
defined above.  

Cant strip height (A) (mm)

34
0

36
0

38
0

40
0

42
0

44
0

46
0

12
13
14
15
16
17
18
19
20

Eave length (B) (mm)

• Cant strip height

1DL

51
0 mm

320 mm

20 to 40 mmRidge tile

h +60 mm

Ventilation: see recommandations P.193.
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Dimensions are indicated in mm.
See P. 223 for the conversion table (metric system to imperial system).
(1) See P. 209 for further details.
(2) See P. 201 for further details.

Verges(1)

Eaves(2)

320 to 340 250 350 to 390 280

• Round verge tiles

• Verge tiles no overlap

• Angular verge tiles

• Barrel system under DCL

250 340

250 250
320

130110

9XG

1DL
5DL

11XG
1DL 15 DL

10 XG

1DL 15DL

10XG

415
270

150

2

1

3

4

180130

Full gauge covers

3/4 gauge covers

Colour: Fired Earth

Colour: Oldish
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Created more than half-a-century ago,

the Romane TBF tile has benefited from

all the technological advances in design

and manufacturing, and is found all over

Southern Europe.  

With its pure lines and powerful stream-

lined curve, its rich colour range, Romane

TBF covers traditional homes as well as

contemporary constructions.

The tile and its fittings have been designed

for an easy and economical dry-laying.

Also manufactured in Malaysia, it is

becoming very popular on South-East

Asian architectures.

Romane TBF
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Technical Perfection
and High-Performance
Laying.
For an optimal installation, 
this lightweight yet strong
13/sq.m. tile offers a 5 mm side
play and a comprehensive line of
fittings, particularly for verges
and ridges.

A True Classic, 
with Proven Reliability.
Decades of uninterrupted success have
made the Romane TBF tile a reliable and
well tested reference among roof tiles.
With its wide range of natural and
rustic colours, Romane TBF has
conquered the Atlantic coast and
Southwestern France, as well as other
European regions where romane tiles 
are traditionally found.

166
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Colour: Mixed Tone Atlantic
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The tiles shall be Romane interlocking clay tiles, 
with the following characteristics: 
• Pan parts shall be flat.
• The curve will be located on the left side of the tile. 
• Tiles per sq.m.: 13.5.

ARCHITECT’S SPECIFICATION

COLOURS(2)

Ro
m

an
e 

TB
F

Natural Red

Mixed Tone Castel

Rustic Brown

Straw White

Mixed Tone Atlantic

Mixed Tone Languedoc

Charente Pink

Mixed Tone Gascogne

167

Useful dimensions 363x210 mm

Tiles per sq.m. 13

Minimum pitch(1) 12.5° /23%

Colour: Rustic Brown

(1) See P. 194 for a complete table of minimum roof pitches.
(2) See P. 146 for all available colours and P. 224 for colour description in French.

Colour: Mixed Tone Atlantic

Colour: Mixed Tone Atlantic
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Ventilated ridge + clip -
2.5 per m. - 3.4 kg.

291 XT

Finial holder ventilated
ridge(1) - 2.5 per m. - 3.6 kg.

292 XT

Monopitch ridge - 
2.5 per m. - 3.55 kg.

338 XT

Round ridge - 2.5 per m. -
3.15 kg.

30 XT

Hip tile - 3 per m. - 
2.55 kg.

336 XT

Ventilated hip - 
3 per m. - 2.5 kg.

326 XT

Ventilated ridge end -
2.65 kg.

391 XT

Hip end - 3 per m. - 
2.65 kg.

88 XT

Ventilated hip end - 
2.45 kg.

450 XT

Round ridge end 
(pediment) - 2 kg.

38 XT

Vertical ridge end 
(pediment) - 2.5 kg.

35XT

Oblique ridge end 
(pediment) - 1.6 kg.

40XT

3-way junction - 3.2 kg.467XT

3-way universal finial
holder - 3.75 kg.

485XT

4-way universal finial
holder - 3.65 kg.

488XT

Pine cone finial no. 3 -
h=350 - 2.2 kg.

491XT

Point finial no. 1 - 
h=600 - 3.05 kg.

494XT

Tige de Botte barrel tile
(for bedded verges) - 3.7 per m. -
1.8 kg.

1TB

Left round verge - 
2.8 per m. - 2.5 kg.

9RT

Right round verge - 
2.8 per m. - 2.5 kg.

10 RT

Left vertical verge - 
2.8 per m. - 2.6 kg.

11 XT

Right vertical verge - 
2.8 per m. - 2.6 kg.

12 XT

Left oblique verge - 
2.8 per m. - 2.15 kg.

18 RT

Right oblique verge - 
2.8 per m. - 2.15 kg.

19 RT

Double roll tile + clip -
2.8 per m. - 4.5 kg.

151RT

Eave and top tile - 
4.8 per m. - 3.5 kg.

721RT

Spout tile - 4.7 per m. -
2.75 kg.

724RC

Sunken gutter tile - 
3.5 kg.

725RT

“Chinese” eave tile - 
2.8 kg.

720RT

Ea
ve

s

Accessories also available:
T-shaped ventilated ridge -
4.15 kg.

L-shaped ventilated ridge -
3.5 kg.

Left round monopitch end
(pediment) - 2.5 kg.

Right round monopitch end
(pediment) - 2.5 kg.

Left vertical monopitch end
(pediment) - 3 kg.

Right vertical monopitch end
(pediment) - 3 kg.

Left oblique monopitch end
(pediment) - 2.1 kg.

Right oblique monopitch end
(pediment) - 2.1 kg.

275XT

265XT

274XT

264XT

273XT

263XT

294XT

293XT

In order to hide sunken 
gutters placed near the roof's 
eave, and for large roofs 
with a slope longer than 12 metres,
the Romane TBF tile offers an
accessory called the sunken 
gutter tile, with an opening 
on the pan part to let water flow
into the gutter.

TERREAL’s plus

725RT
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75
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365
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400
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0
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0
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185

95
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75440
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440
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285
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(1) Available upon order.

390
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Ridge, ridge end and verge solutions
Ridges Ridge ends Verges

Round ridge end (pediment).

Vertical ridge end (pediment).

Oblique ridge end (pediment).
+ +

(if monopitch verges used under ridge).

Ventilated ridge end.

+
(if monopitch verges used under ridge).

+
(if monopitch verges used under ridge).

+
(if monopitch verges used under ridge).

Bedded ends.

275XT265XT

274XT264XT

273XT263XT

391 XT

35XT272XT262XT

40XT

35 XT

38 XT + / 
+ / 

+

+ / 

Saintongeaise verges
(flat pan verges)(2).

+ / 

+

+

151RT

19RT18RT

12XT11XT

1TB10RT9RT

151RT12XT11XT

19RT18RT

151RT12XT11XT

1TB10RT9RT

Ventilated ridge + clip.291 XT

Monopitch ridge.338 XT

Round ridge.30 XT

Dimensions in mm are outside dimensions.
(1) Available upon order.
(2) Currently under development.

Under ridge tile - 
4.8 per m. - 3.6 kg.

53 RT

1/2 gauge under ridge
tile - 4.8 per m. - 2 kg.

55 RT

Monopitch tile - 
2.5 per m. - 2.7 kg.

182XT

Double roll spout tile -
4.5 kg.

154 RT

Connecting double roll -
4.5 kg.

15 RT

3/4 gauge double roll -
3.6 kg.

253 RT

Under ridge double roll -
4.6 kg.

552 RT

1/2 gauge under ridge
double roll - 2.7 kg.

553 RT

Left vertical verge end -
1.4 kg.

268 XT

Right vertical verge end -
1.4 kg.

278 XT

Left monopitch end tile -
2.6 kg.

262XT

Right monopitch end
tile - 2.6 kg.

272XT

3/4 gauge tile - 2.8 kg.2RT

Ventilation tile (section
18 cm2) - 3.6 kg.

61RT

Lantern base Ø 100 -
3.2 kg.

62RT

Lantern Ø 100 
(cap no. 1) - 2.9 kg.

63XT

Lantern Ø 130 
(cap no. 3) - 5.5 kg.

642XT

Lantern Ø 150
(cap no. 3 bis) - 5.5 kg.

66XT

Lantern Ø 200 
(cap no. 4)(1) - 5.95 kg.

674XT

Lantern Ø 220 
(cap no. 4 bis)(1) - 5.97 kg.

672RC

Lantern base Ø 130 -
4.1 kg.

641RT

Lantern base Ø 150 
(2 tiles) - 9.59 kg.

655RT

Lantern base Ø 200 
(2 tiles)(1) - 7.55 kg.

673RT

Lantern base Ø 220 
(2 tiles)(1) - 7.56 kg.

671RT

Clip for double roll.504XT

Spring clip (a) batten
height < = 32 mm.

506XT

Spring clip (b) batten
height > 32 mm.

507XT

Eave bird stop.69 XT

Metal roof light - 11 kg.70 RT

Translucent tile no. 5 -
3.5 kg.

71 RT

Nailing hook no. 30.999XT
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